PREMIUM ENAMEL MOBILE WHITEBOARD
INSTALLATION INSTRUCTIONS
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PARTS LIST

@® Whiteboard 1pc © Lower crossbar 1pc
@ Castor wheel 4pcs M8*100mm screw 2pcs

® Foot bar 2pcs an Board clips 2pcs
@ M8*65mm screw | 10+1pcs @ M4*18mm screw 8+1pcs

® Nut 6+1pcs @3 Injection molded handle|  2pcs

® M8*30mm screw 16+1pcs Spanner 1pc

@ Column 2pcs B Wrench 1pc

Pen holder crossbar| 1pc Screwdriver 1pc



INSTALLATION STEPS

Use M8x30mm screws (®) to secure the castor wheels Use M8x100mm screws (10) and nuts () to connect
(@) to the bottom of the foot bar (3). the lower crossbar (©) and the foot bar (3®) together.

Use M8x65mm screws (@) to connect the column (D) Use M8x65mm screws (@) and nuts (®) to connect the

with the foot bar (3).(Make sure the two columns are pen holder crossbar (®) with the column (@).Then attach

parallel during installation.) the board clips (D) and Injection molded handle(@®) to the
top of the column (D), making sure the board clips are
parallel to the ground.

Insert the whiteboard (D) between the left and right Installation completed.
board clips (@D).Make sure the holes on the side of the

whiteboard () align with the holes on the top of the board

clips (aD),then firmly secure it with M4x18mm screws (1).



